Technical data sheet m

ESCRFTZ StrongTie

Fully Threaded Cylinder Head Structural Screw .
The ESCRFTZ cylindrical head structural wood c €
screw with full thread can be used for timber P
framing, framework and reinforcement. These N
ETA approved structural screws are designed for *

load-bearing timber structures.

Features

Material

» Steel - electogalvanised yellow zinc coating

Features

ETA approved (ETA-13/0796)
No pre-drilling required

High withdrawal resistance
Fully Threaded

Cylinder head

Applications

Suitable for

e Solid Timber, Glulam timber, CLT, Wood-based
panels

Common Applications

« Timber to timber applications
e Timber reinforcement
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Technical Data

Product Dimensions <y /7
“1'rrea
Fastener Dimensions [mm]
References Driver Bit
d | dy dy lg

ESCRFTZ8.0X120 120 10.2 5.2 110 T-40
ESCRFTZ8.0X140 140 10.2 5.2 130 T-40
ESCRFTZ8.0X160 160 10.2 5.2 150 T-40
ESCRFTZ8.0X180 180 10.2 5.2 170 T-40
ESCRFTZ8.0X200 200 10.2 5.2 190 T-40
ESCRFTZ8.0X220 220 10.2 5.2 210 T-40
ESCRFTZ8.0X240 8 240 10.2 5.2 230 T-40
ESCRFTZ8.0X260 260 10.2 5.2 250 T-40
ESCRFTZ8.0X280 280 10.2 5.2 270 T-40
ESCRFTZ8.0X300 300 10.2 5.2 290 T-40
ESCRFTZ8.0X350 350 10.2 5.2 340 T-40
ESCRFTZ8.0X400 400 10.2 5.2 390 T-40

Product characteristic properties

Table "Product characteristic properties" cannot be displayed : no references available.
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Abacuses

Crossed pairs of screws - characteristic capacities

ESCRFTZ8.0X120
ESCRFTZ8.0X140
ESCRFTZ8.0X160
ESCRFTZ8.0X180
ESCRFTZ8.0X200
ESCRFTZ8.0X220
ESCRFTZ8.0X240
ESCRFTZ8.0X260
ESCRFTZ8.0X280
ESCRFTZ8.0X300
ESCRFTZ8.0X350
ESCRFTZ8.0X400

Winchester Road Cardinal Point T rth ESCRFTZ

Inchester Roa ardinal Foint lamwol .

Staffordshire B78 3HG Fully Threaded Cylinder Head m
tel: +44 1827 255600 Structural Screw

fax: +44 1827 255616

Copyright by Simpson Strong-Tie®

Information presented on this document is the exclusive property of Simpson Strong-Tie®
It is valid only when associated with products supplied by Simpson Strong-Tie® 2024-04-05 www.strongtie.co.uk

StrongTie


https://pim.strongtie.eu/api/v1/products/gb/en/pdf-sheet/1217/sheet

