Teknisk datablad

CLNC15G
15° Kledningspiker, Coil plastbandet, Varmgalvanisert

CLNC15G for vanlig Kedning som skal males eller
beises, 0g benvttes | normalt utendaerskima.
Egnet til underligger og utvendige lister.

Egenskaper

Fordeler:

« Coil plastbandet
e 15 grader
e Rundt hode

Anvendelse

Bruksomréade:
» Kledning

StrongTie




Teknisk datablad m

CLNC15G StrongTie
15° Kledningspiker, Coil plastbandet, Varmgalvanisert d

Teknisk data

Product dimensions

Fastener dimensions [mm]
Art. nr. ltem code NOBB nr. - Vekt [kg]
d | dp lg tix bit
CLNC15G2.5X65 75739 55837600 2.5 63.5 6.7 50 43.5 - 0.003
CLNC15G2.8X48 75740 55837581 47 6.9 24 24.6 - 0.002
CLNC15G2.8X65 75741 55837596 2.8 63.5 6.9 50 411 - 0.004
CLNC15G2.8X75 75742 55837615 735 6.9 53 51.1 - 0.005

Product characteristic properties

Product characteristic properties

At nr. Characteristic Yield | Characteristic withdrawal Characteristic head pull- Charactgristic tensile C_haracteristic Torsonial
Moment — My parameter - fay i 90 through parameter - freaq k capacity - frens torsional strength - ratio
[My,d [Nm] [fax x 90°] [N/mm?] [fread.id [N/mm?] [fiens.d KNI frork [frord INM]

CLNC15G2.5X65 2 5.1 22 3 - -

CLNC15G2.8X48 3.2 8.9 29.4 3.4 - -

CLNC15G2.8X65 3.2 8.9 29.4 3.4 - -

CLNC15G2.8X75 3.2 8.9 29.4 34 - -
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